
INSTRUCTIONS: WALL MOUNTING FUYL CELLS™ 
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You will need to supply a hammer, centre punch, impact drill, 10mm masonry bit, 13mm socket with extensions 
and rachet. The fixing kit(s) are supplied. 

PLEASE NOTE: THE FUYL CELL IS DESIGNED FOR INSTALLATION ON A SOLID CONCRETE WALL USING M8 Dynabolts®. 
FOR OTHER TYPES OF WALL CONSTRUCTION YOU SHOULD SEEK VERIFICATION ON SITE BY QUALIFIED STRUCTURAL ENGINEER 

AS TO THE WALL’S SUITABILITY AND STRENGTH. 

STEP 1 
Having unpacked your new FUYL Cell, locate the template and 
installation kit, prepare the FUYL Cell for wall mounting by opening all 
five doors and removing the left side access panel.  
This is held in place by 5 screws located on the LHS - these need to be 
removed so that the panel can be pulled away from the main frame 
and then slid to the front for removal. 

The two holes on the rear panel – top and bottom – can then be 
accessed. It will also reveal the power cable and 3-pin plug.  

Now locate the desired position on the wall where you want to install 
the FUYL Cell. It should located near a powerpoint located so your 
FUYL Cell can be powered up. 

Determine a comfortable height for your FUYL Cell.  
Mark the wall where you want the base of the FUYL Cell 

Now using the mark you have made, scribe a faint horizontal line 
about 600mm long on the wall using a spirit level. This line will be the 
centre line for the bottom fixing holes of the Fuyl Cell. 

Now place the provided template on the wall so that the line you have 
drawn is in line with the centres of the two bottom holes on the 
template. Slide the template either left or right on the line to find the 
best final postion for the FUYL Cell. Be aware of your powerpoint 
location. Now mark the centre of all four holes through the template.  

STEP 2 
Using your impact drill and the 10mm masonry drill bit make the  
top left hole first. Once the hole has been drilled line up the  
template using the top left hole as a guide and make sure that  
the hole locations you’ve marked on the wall are correct and that  
the template is level. This is a critical check, as once the FUYL 
Cell is installed its level will depend on the accuracy of this  
process.  Once the check is completed,drill the remaining 3 holes  
in the wall.  Knock the four Dynabolts into the holes using your  
hammer and tighten the Dynabolt nuts slightly to secure the  
bolts into the wall leaving about 12-15mm of thread exposed.  
Remove the nuts.  
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Start with the bottom door and align it, then move up to the next door and align. The gap between the doors should be uniform. 
Continue the process with the remaining three doors. Once all the doors are aligned, tighten the socket bolts securely. 

STEP 5 
Now run the power cord and plug to the powerpoint. If it’s located on  the left of the Fuyl Cell run the plug up through the grommet 
in the top of the Fuyl Cell. If the powerpoint is to the right run the plug through the internal grommet near the base of the internal 
left void and through the holes in the back of the bottom laptop space and out through the grommet in the right hand side. The 
grommets should be cut with a sharp tool following the imprinted pattern to allow the plugs to pass through. Do not push the plug 
through an uncut grommet as it may cause the grommet to ‘pop out.’ In the event that the electrical system is ever overloaded it 
will automatically switch itself off. The reset button is located on the 6th (internal) power socket behind the plastic plug on the lower 
LHS front – you’ll need to insert a 200mm rod to reset the switch. 

STEP 6 
Refit the left side access cover by sliding it towards the back of Fuyl Cell then pushing it to the right so that the fixing slots slide 
behind the lock panel. Ensure the panel is hard up against the main frame and retighten the 5 bolts. 

WARRANTY 
During the specified Warranty Period should your PC Locs/LocknCharge product fail under normal and reasonable use, PC Locs/LocknCharge will repair or replace the 
product, at its cost and option subject to the conditions and limitations detailed on our Warranty Statement. The Warranty Period will be a minimum of 12 months 
from date of purchase, however, it may be longer depending on the product or part that has failed. Please refer to the Warranty Statement on 
our website www.pclocs.com.au/warranty or www.lockncharge.com/warranty for full terms and conditions and for the Warranty Period applicable to this product. 

In the event that a defect, malfunction or failure occurs or is discovered during the warranty period, PC Locs/LocknCharge will repair or replace, at its option, the 
products which in the reasonable judgment of PC Locs/LocknCharge are deemed defective. Replacement products or parts used may be new or refurbished and may 
show signs of use but be otherwise fully serviceable and covered by the remainder of the Warranty Period. All transportation costs shall be borne by the owner and the risk 
of loss shall be upon the party initiating the transportation. 

The warranty does not apply to any product that has been subject to misuse, tampering, neglect, or accident or as a result of unauthorized alterations or repairs to the 
product. The warranty is in lieu of all warranties expressed or implied, including the implied warranties of merchantability and fitness for a particular purpose which are 
expressly excluded or disclaimed. In no event will PC Locs/LocknCharge, their directors, officers, employees, or agents be liable for any harm, consequential, 
incidental, third party, special or indirect damages whatsoever arising out of the use or inability to use the products even if PC Locs/LocknCharge has been advised of 
the possibility of such damages. PC Locs/LocknCharge obligation is strictly and exclusively limited to the replacement or repair of any defective products. Some states do 
not allow the exclusion or limitation of incidental or consequential damages, so the above limitation or exclusion may not apply to you. 

Do not store in direct sunlight. Not intended for use out-doors. 

Disclaimer. 
This information is the intellectual property of PC Locs and LocknCharge and may not be distributed, duplicated or copied in part or full without the written 
permission. Since the use of this information, the equipment connected and the conditions by which any PC Locs/LocknCharge product is used is beyond the control of 
PC Locs/LocknCharge, it is the obligation of the owner and/or user to determine the correct and safe use of any equipment and product. To the extent that the law permits, 
any liability which may be incurred as a result of the use or future use of a product manufactured or sold by PC Locs/LocknCharge, is limited to the cost of repairing or 
replacing the failed product or component at the discretion of PC Locs/LocknCharge either within, or outside of warranty periods, and does not extend to any loss or 
damage which may be caused as a consequence of misuse or failure of the equipment or product or the information contained herein. PC Locs/LocknCharge shall not in 
any event be liable for economic loss of profits, indirect, special, bodily injuries or consequential damages.  

PC Locs, LocknCharge and the Padlock device are Trademarks of IWS Global Pty Ltd. Copyright IWS Global Pty Ltd, January 2015. 

STEP 3 
At this stage you will need assistance to hold the FUYL Cell in  
position. Locate the FUYL Cell on the wall by lining up the Dynabolts 
through the holes in the rear of the FUYL Cell. Hand tighten the nuts 
back on the Dynabolts and check the FUYL Cell is level.  

There is a small amount of level adjustment possible as the holes in 
the FUYL Cell are slightly larger than the Dynabolts. Using your 13mm 
socket and extension ratchet tighten the 4 nuts on the Dynabolts. 
Ensure all four Dynabolts are tight 

STEP 4 
Once the FUYL Cell is secured to the wall it will be necessary to  
re-align the doors so that they fit properly alongside each other and to 
align the lock on the left. No wall is ever perfectly square and true, and 
that will affect the FUYL Cell doors. Using the small Allen key, 
adjustment is made by loosening the small socket bolts inside the door 
and either lifting the door up or down as is necessary, and retightening 
the socket bolts. 
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